
 
 

Frequently Asked Questions 
 

Q1: What is a Leading Edge Self-Retracting Lifeline (SRL)? 
A1: A Leading Edge SRL is a self-retracting device designed for applications in which the product is 

not necessarily anchored overhead and the lifeline may come in contact with an edge in the event 
of a fall. The Leading Edge SRL requires an integral means of reducing the impact loading where 
the lifeline comes in contact with the edge to ensure the lifeline remains intact and the force on 
the worker is reduced. 

 
Q2: Why was the new Miller MightyLite Leading Edge (LE) SRL developed? 
A2: The MightyLite LE SRL was developed to provide protection of workers who are faced with 

applications like those described in Question 1. An overhead anchorage may not be available and 
there is the potential for the lifeline to come into contact with an edge during a fall. The product 
features an energy-absorber integrated into the lifeline near the snap hook to ensure the force 
generated in a fall is effectively reduced to protect the worker and the integrity of the lifeline. 

 
Q3: What MightyLite LE SRL models are available and what are the stock designations? 
A3: There are eight MightyLite LE SRL models available in 20-ft (6m), 30-ft (9m), 50-ft (15m) and 65-

ft (20m) lengths. All models have a galvanized lifeline. Four models have a standard pack cover 
which is suitable for most applications and four have a pack with a Kevlar cover well-suited for 
welding applications. All models are non-stock, with a 10-day lead-time. 

 

 
 
 
Q4: Is the MightyLite LE SRL suitable for applications in which the device will be mounted 

overhead as well as at the working surface? 
A4: Yes, the MightyLite LE SRL can be mounted overhead as well at the worker’s feet. 
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Q5: How close to an edge may the MightyLite LE SRL be mounted? 
A5: The product requires a minimum set-back of 9 ft from the edge when positioned at the level of the 

work surface. As the unit is raised above the work surface, the set-back distance decreases. 
Information on the required set-back for various mounting heights is included in the product 
instruction manual. 

 
Q6: Why is a MightyLite LE SRL the preferred equipment of choice? 
A6: Using a MightyLite LE increases safety in leading edge applications and eliminates the need for 

adding an energy-absorbing pack prior to working in a leading edge application.  
 
Q7: How does a user know if their MightyLite SRL is approved for leading edge applications? 
A7: The MightyLite LE has an energy-absorber integrated into the lifeline which increases safety in 

leading edge applications and eliminates the need for adding an energy-absorbing pack prior to 
working in a leading edge application. The pack has clear markings that it is for leading edge 
applications. See Figure 1. The back label of the SRL includes “Leading Edge Self-Retracting 
Lifeline” printed on the label See Figure 2. Additionally, the variable label inset into the front label 
references the product is a Leading Edge SRL. 

 

 
 
Figure 1:  
Energy-absorber information indicating the MightyLite LE is for leading edge applications. 
 

 
Figure 2: Back label indicating the MightyLite LE is for leading edge applications. 

 
 
Q8: What is the weight capacity rating for the MightyLite LE SRL? 
A8: In overhead mounted applications, the maximum weight capacity is 400 lbs. (181.4kg.)  including 

clothing and tools. For leading edge applications, the maximum weight capacity is 310 lbs.  
(140.6 kg) which again the weight of clothing and tools must be included.   
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Q9: Is the MightyLite LE SRL repairable? 
A9: Yes, the product is repairable. 
 
Q10: What standards does the MightyLite LE SRL meet? 
A10: The product meets all applicable OSHA and ANSI requirements. These include OSHA 1926.502, 

OSHA 1910.66, ANSI A10.32 and ANSI Z359.14 Class B/Leading Edge. CSA does not have a 
standard that covers Leading Edge Self-Retracting Lifelines at this time, but the product will be 
submitted to CSA for certification for use in an overhead application. Once this certification has 
been obtained, the product will be launched into Canada and a communication will be circulated. 

 
Q11: Are MightyLite LE SRLs equipped with 3,600 lb gate-strength hardware?  
A11: Yes, all MightyLite Leading Edge SRLs are equipped with hardware that is compliant with ANSI 

Z359.12 Connecting Components for Personal Fall Arrest Systems which requires all hardware 
have a 3,600 lb gate-strength. Meeting ANSI Z359.12 is also a requirement to meet ANSI 
Z359.14. 

 
Q12: Is the MightyLite LE SRL available with a stainless lifeline? 
A12: The MightyLite LE SRL is only available with a galvanized lifeline. The leading edge testing 

requirements for ANSI Z359.14 are very difficult to pass. Galvanized cable performs better when 
tested to the standard since it is stronger than the equivalent 3/16-in (5mm) stainless steel wire 
rope. 

 
Q13: Does the MightyLite LE SRL require annual factory recertification through an authorized 

center? 
A13: Miller does not require the MightyLite LE be sent in for annual factory recertification. The user 

must follow inspection and test procedures outlined in the instruction manual. If the product does 
not pass the product manual inspection criteria or if a worker falls into the unit, it must be sent in 
for repair and recertification. 

 
For those end-users who adhere to the voluntary general industry standard ANSI Z359.14-2012 
Safety Requirements for Self-Retracting Devices for Personal Fall Arrest and Rescue 
Systems, ANSI has established the inspection requirements in Figure 3. 
 

 
Figure 3: ANSI Z359.14 Inspection Requirements from Appendix A of the Standard. 
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Q14: Where can I find additional information on ANSI Z359? 
A14: Honeywell Safety Products has developed a white paper entitled “Understanding the ANSI Z359 

Fall Protection Code” as well as a brochure and FAQ. These documents highlight the changes in 
the new Fall Protection Code. It is available on the Miller website (www.millerfallprotection.com), 
or by contacting Honeywell Technical Service at 800-873-5242 (press 4). 

 
For complete information, the ANSI Z359 Fall Protection Code is available directly from the 
American Society of Safety Engineers (ASSE) – www.asse.org. 

 
Q15: What is the warranty on the MightyLite LE SRL?  
A15: As with all Miller brand products, the Miller MightyLite LE SRL has a Limited Lifetime warranty 

against manufacturer defects and workmanship. 
 
Q16: Who should I contact for additional questions/information? 
A16: Contact Honeywell Technical Service at 800-873-5242 (press 4). 
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